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Appendix B Photographs 
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Site Investigation 
Photograph 1 

 

Date: 18.11.2024 

Direction 
Photograph 
Taken: N/A 

Description:  

SA03. 

 

    

Site Investigation 
Photograph 2 

 

Date: 18.11.24 

Direction 
Photograph 
Taken: N/A 

Description:  

SA03 excavation. 

 

 

 



 

John Street, Cardiff / Grainger Plc / Infiltration Testing Technical Note / 31819-HYD-XX-XX-RP-GE-1000                                      Appendix B-2 

Site Investigation 
Photograph 3 

 

Date: 18.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA03 arisings. 

 

    

Site Investigation 
Photograph 4 

 

Date: 18.11.24 

Direction 
Photograph 
Taken: N/A 

Description:  

SA02. 
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Site Investigation 
Photograph 5 

 

Date: 18.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA02 excavation. 

 

    

Site Investigation 
Photograph 6 

 

Date: 18.11.24 

Direction 
Photograph 
Taken: N/A 

Description:  

SA02 arisings. 
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Site Investigation 
Photograph 7 

 

Date: 18.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA01. 

 

    

Site Investigation 
Photograph 8 

 

Date: 18.11.24 

Direction 
Photograph 
Taken: N/A 

Description:  

SA01 excavation. 
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Site Investigation 
Photograph 9 

 

Date: 18.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA01 arisings. 

 

    

Site Investigation 
Photograph 10 

 

Date: 19.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA06. 
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Site Investigation 
Photograph 11 

 

Date: 19.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA06 excavation. 

 

    

Site Investigation 
Photograph 12 

 

Date: 19.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA06 arisings. 
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Site Investigation 
Photograph 13 

 

Date: 19.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA05, 

 

    

Site Investigation 
Photograph 14 

 

Date: 19.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA05 excavation. 

 

 

 



 

John Street, Cardiff / Grainger Plc / Infiltration Testing Technical Note / 31819-HYD-XX-XX-RP-GE-1000                                      Appendix B-8 

Site Investigation 
Photograph 15 

 

Date: 19.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA05 arisings. 

 

    

Site Investigation 
Photograph 16 

 

Date: 19.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 

SA04. 
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Site Investigation 
Photograph 17 

 

Date: 19.11.24 

Direction 
Photograph 
Taken: N/A 

Description:  

SA04 excavation. 

 

    

Site Investigation 
Photograph 18 

 

Date: 19.11.24 

Direction 
Photograph 
Taken: N/A 

Description: 
WS103 concrete 
core. 
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Appendix C Hydrock Logs 

  



Samples / Tests

Depth (m) Type Results

Water-
Strikes Stratum Description

Brown silty slightly sandy sub-angular to sub-rounded fine to coarse GRAVEL of brick 
concrete and assorted construction stone with a low cobble content. Cobbles are sub-
angular of brick.
(MADE GROUND)

Soft greyish brown slightly sandy gravelly CLAY. Sand is fine to coarse. Gravel is sub-
angular to sub-rounded fine to coarse of brick wood fragments and plastic.
(MADE GROUND)

Firm orangish brown sandy CLAY. Sand is fine to coarse.
(GLACIOFLUVIAL DEPOSITS)

Base of Excavation at 2.25m
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Project: John Street, Cardiff Trialpit No

SA01
Page No. 1 of 1

Method: Trial Pit Date(s): 18/11/2024 - 19/11/2024 Logged By: DG Checked By: MH

Client: Grainger Plc

Hydrock Project No: 31819

Co-ords: 318674.03, 175949.92

Ground Level: 7.39m OD

Stability: Stable.

Plant: 8T Tracked

Dimensions:

0.60m

2.60m
Scale:

1:25

General Remarks:
1. Third party GPR service clearance and CAT & Genny scan prior to excavation. 2. Machine excavated to 2.25m bgl. 3. No olfactory or visual evidence of 
contamination recorded. 4. N groundwater encountered. 5. Soakaway test conducted at the base f the pit. 6. Slight spalling observed during the duration of the 
soakaway testing. 7. Trial pit backfille with arisings on completion.

Logged in general accordance with BS5930:2015

HoleBASE SI - Hydrock Trialhole Template v3



Samples / Tests

Depth (m) Type Results

Water-
Strikes Stratum Description

Brown clayey sandy sub-angular to sub-rounded fine to coarse GRAVEL of brick 
concrete and assorted construction stone with a low cobble content. Cobbles are sub-
angular of brick and concrete.
(MADE GROUND)

Soft brown to orangish brown slightly sandy slightly gravelly CLAY. Sand is fine to 
coarse. Gravel is sub-angular to rounded fine to coarse of sandstone.
(GLACIOFLUVIAL DEPOSITS)

Firm orangish brown slightly sandy gravelly CLAY. Sand is fine to coarse. Gravel is sub-
rounded to rounded fine to coarse of sandstone.
(GLACIOFLUVIAL DEPOSITS)

Base of Excavation at 2.20m

1
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D
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Project: John Street, Cardiff Trialpit No

SA02
Page No. 1 of 1

Method: Trial Pit Date(s): 18/11/2024 - 19/11/2024 Logged By: DG Checked By: MH

Client: Grainger Plc

Hydrock Project No: 31819

Co-ords: 318649.13, 175938.08

Ground Level: 7.39m OD

Stability: Stable.

Plant: 8T Tracked

Dimensions:

0.60m

2.70m
Scale:

1:25

General Remarks:
1. Third party GPR service clearance and CAT & Genny scan prior to excavation. 2. Machine excavated to 2.20m bgl. 3. No olfactory or visual evidence of 
contamination recorded. 4. N groundwater encountered. 5. Soakaway test conducted at the base f the pit. 6. Slight spalling observed during the duration of the 
soakaway testing. 7. Trial pit backfille with arisings on completion.

Logged in general accordance with BS5930:2015

HoleBASE SI - Hydrock Trialhole Template v3


