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NOTES:
1. Do not scale from this drawing; always work to noted dimensions.
2. All sett ing out, levels and dimensions to be agreed on site.
3. All dimensions are in millimetres unless otherwise stated.
4. The dimensions of all materials must be checked on site before being 

laid out.
5. This drawing must be read with the relevant specification clauses and 

detail drawings.
6. Order of construction and sett ing out to be agreed on site.

This drawing is copyright protected and may not be 
reproduced in whole or part without written authority 
from the owner.
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GF Large Tree Pits in Soft 
Minimum total depth 0.9m:
-50mm depth top layer of bark mulch
-Topsoil: max. 300mm to BS3882:2015
-Subsoil: 600mm to BS8601:2013
Tree size specific min. soil volume extents (m3):
Large trees - min. 20 m3 soil volume
Medium trees - min. 10 m3 soil volume
Small trees - min. 5 m3 soil volume 

GF Shrub and Ornamental Planting (including Tree Ferns)
Minimum total depth 0.6m
-50mm depth top layer of bark mulch
-Topsoil: max. 300mm depth to BS3882:2015
-Subsoil: 250mm to BS8601:2013

Areas of Rain Garden / Bio-retention
Minimum total depth 0.6m (0.9m for large trees)
-50mm depth top layer of stone mulch
-Planted in Filter Media Topsoil: max. 300mm depth (350mm for trees)
Filter Media Subsoil: 250mm (500mm for trees)

Podium Tree Pits - Minimum total depth 0.75m
-50mm depth top layer of crushed sea shell mulch
-min 700mm lightweight intensive substrate

Podium Herbaceous and Shrub Plan
Minimum total depth 0.4m
-50mm depth top layer of crushed sea shell mulch
-350 lightweight intensive substrate

Bio-diverse Roof Planting
Low-nutrient, well-draining green roof substrate
-80-150mm lightweight extensive substrate

Natural Stone Coated Pre-Cast Concrete Units for 
Pedestrian Loading
Location: to private space
Base: flexible construction

HARDWORKS

Natural Stone Setts for Occasional Vehicular 
Loading
Location: to public realm
Base: rigid construction
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Concrete Block Paving 
Location: similar to existing adjacent footway
Base: flexible construction

Natural Stone Coated Pre-Cast Concrete Units for 
Occasional Vehicular Loading
Location: to public realm and private space
Base: flexible construction

PT.02

Self-binding Grave
Location: planted areas

PT.05

Pre-cast Concrete Step Unit
Location: Public Realm Swale
Material: Large concrete paving

Hazard Tactile Paving
Location: To crossing and steps
Material: Steel studs

Natural Stone Step Unit
Location: Access to arches
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Naturally Rounded Stone GravelPT.09

Edge Type 1-  Flush Metal Edge  

Kerb Type 1 -  150mm Upstand Concrete Kerb

Edge Type 2 -  Steel Planter 

Ground Floor

Podium Level

Composite Decking
Base: Pedestals
Class A fire-rated decking. 

Gravel Strip
Maintenance access

Natural Stone Coated Pre-Cast Concrete flagstones
Base: Pedestals
Class A fire-rated 
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Kerb Type 2 -  150mm Flush Concrete Kerb

Kerb Type 3 -  50mm Flush Concrete Kerb

Roof Level

Steel Grating WalkwaysPT.13
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