6001 (above) Section: Tree Pit in Soft
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1. Paved finished surface with buildups to engineer's buildup.
(Indicative, varies with context)
Refer to Hardworks Plan for additional information.

2. Existing ground.

3. Single inlet irrigation/aeration system. Cap to sit 10mm above
surrounding surface material. Product: RootRain Civic by
GreenBlueUrban Ltd or acceptable equivalent. 60mm diameter pipes.

4. 80mm depth top layer of bark mulch
5. Beneath ground triple staking system.
6A. Topsoil - site manufactured/ blend to landscape specification Q28
6B. Subsoil - site manufactured/ blend to landscape specification Q28

7. Crushed Granite aggregate to improve drainage,no fines, graded 40
to 20 mm, depth: 300 mm. Laid on a camber.

8. 80mm perforated pipe connected to positive drainage system. To
Engineers details and results of infiltration tests

9. Base of Pit broken up to improve drainage.
10. Proposed tree - refer to Softworks drawing for further information.

11. High density polyethylene root barrier. Re-root 1000 by
GreenBlueUrban Ltd. or acceptable equivalent. Where required in
close proximity to underground services.

NOTES

1. Prior to tree planting a representative sample of the tree pits need
to be excavated and completely filled with water. The percolation
rates need to be recorded and adjustments made to the drainage
detail as appropriate.

It is ESSENTIAL that the Landscape Architects are consulted at this
stage and approval given to proceed with planting.

2. Drawing to be read in conjunction with Landscape Management and
Maintenance Plan, and following NBS Specification Clauses:

Q28: Topsaoiling,

Q30: Seeding and turfing,

Q31: External planting,

THIS DRAWING IS COPYRIGHT PROTECTED AND

@ MAY NOT BE REPRODUCED IN WHOLE OR PART
WITHOUT WRITTEN AUTHORITY FROM THE
OWNER.

NOTES:

1. Do not scale from this drawing.

2. Always work to noted dimensions.

3. All dimensions are in millimetres unless
otherwise stated.

4. All setting out, levels and dimensions to
be agreed on site.

5. The dimensions of all materials must be
checked on site before being laid out.

6. This drawing must be read with the
relevant specification clauses and detail
drawings.

7. Order of construction and setting out to
be agreed on site.
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